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P> Technical Data
Data according to IEC/EN60947-32009+A1+A2. AS60947.3, Utilization category DC-PV1, DC-PV2

Part Number

PVI Pv2 PV1 PV2 PV PV2 PV1
| 32 32 2 2 | 6 | 16 2 1 YRDS1EL(DB)/N32-2
| 32 32 32 32 32 16 16 9 4 2 'YRDS1EL(DB)/N32-4
| 32 32 32 32 32 32 32 32 4 1 'YRDS1EL(DB)/N32-45
| 32 32 32 32 32 32 32 32 4 1 'YRDS1EL(DB)/N32-4B
I 32 32 % | & 32 2 32 4 1 YRDS1EL(DB)/N32-4T

4-pale with Input 4-pale with Input 4-pale with Input on
and Output on top and Output bottom top Output bottom
» Data according to AS60947-3:2018
Main Contac EL(DB)/N32 Appendix B5
Rated thermal cument e A 32 \
Rated insulation voltage u ad 1000 \
Distance of contacts (per pole) mm 8 5x
Rated operafional curent le (DC-PV2)/ operations
1 pole 300V A 25 100
i 400V A 10 40
v 500V A 8 32
600V A 8 32
800V A 3 12
1000V A 2 8
Yol 500V A 32 128
2pole in series 600V A 13 52
4 700V A g 36
2 800V A 9 3
900V A 9 36
1000V A 4 36
2pole 500V A 40 160
4pole in series s00v A / !
2H i o 700V J A 7 7
800V A / /
LT o - : .
1000V A Vs !
2pole 500V A 32 128
4ol 600V A 2 128
700V A 32 128
800V A 32 128
RURYR Yy 900V A 32 128
1000V A 32 128
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